SCY12864F (128x64 DOTS)

1/64DUTY, 1/9BIAS
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DETAIL:A
4-02.5 le—— P(2.0x19)=38.0 —— 1.0
20-00.8 DR%L le— 40.92(A.A) — 33403
‘ 43.5(V.A)
'2 MECHANICAL SPECIFICATIONS |3 .ABSOLUTE MAXIMUM RATINGS
ITEM SPECIFICATIONS |ITEM| REMARK STANDARD
ITEM SYMBOL | CONDITION
Modeule Size(L X W X H) 54.0X50.0X7.5 mm MIN MAX
View Area(W X H) 43.5X29.0 mm Logic Voltage Vbp -0.3V v
Effective V/Area 40.92X26.92 mm R(?ferenge LCD Voltage VLcD Ta=25C -0.3V 10.5V
Number of Characters 128X 64 - gilraf;l:lonal Input Voltage Vi -0.3V Vpp+0.3V
Dot Pitch(W X H) 0.32X0.39 mm Operation Temperature Top — -20°C 70°C
Dot Size(W X H) 0.28%0.35 mm . .
Storage Temperature Tst — -30C 80C
Weight (Reflective/Led) - g
|4 .BLOCK DIAGRAMMECHANICAL '5 .LED BACKLIGHT SPECIFICATIONS
——Ticom LCD PANEL ITEM | SYMBOOL [TYPE ' | max | unIT
or Eqv 128)(64 dOtS Ta=25C, EL Backhght
| 64SEG leasEG Input Voltage VEL 3 — A\
xgg DC/DC KS0108 | | KS0108
A Converter I_‘| or Eqv or Eqv Input Frequency fel 400 - Hz
DBO-DB7
RS,R/W,E,/RST I
csi Forward Current IEL 60 — mA
cs2
vEoR LED Backlight

|6. INTERFACE PIN CONNECTIONS

'7 .ELECTRICAL CHARACTERISTICS

ITEM|SYMBOL| LEVEL

FUNCTIONS

1 VSS ov Power Ground

2 VDD +5V Power supply for logic
3 AY(] — Contrast adjust

4 RS H/L H:data L:command

5 R/W H/L H:read L:write

6 E H.H—L | Enable signal

7-14 |DB0-DB7 H/L

Data Bus

20 |NC/BLK —/0V

No Connection

15 CS1 H Chip selection IC1

16 CS2 H Chip selection IC2

17 /RST L Reset signal

18 VOUT — Output voltage for LCD driving

19 |EL/BLA —/5V EL Enable singal | Backlight Power Supply

When Using LED Backlight

ITEM | symBoL | MIN | TYPE [ MAX [ UNIT
Ta=25C

Logic Power VDD 4.5 5 5.5 \"
Input High Voltage Vi 0.8VDD| — Vbp \Y
Input Low Voltage ViL VSS - 0.8 A%
Output High Voltage Vou 24 — - \%
Output Low Voltage VoL 0 — 0.4 \V

Logic Current Ipp — 6 8 mA
Operation Voltage For LCD Vbp-V0 — 8 — V4




